6T70/6T75;

When we left off last time we explored the 6T70 scan data and how to use that data for diagnostic purposes. In this last part of the series, we’ll explore the hydraulic system that controls the 6T70/6T75.

The 6T70/6T75 valve body operates very much like the 6L80/6L90 rear wheel drive valve body. The system uses a chain-driven, variable displacement, vane-style oil pump, sandwiched between the case halves.

**Unique Hydraulic/Valve Function**

The two major changes to the hydraulics and valving for the 6-speed transmission are the addition of two valve families: clutch select valves (figure 1) and clutch regulator valves (figure 2).

Clutch select valves control which direction the vehicle will move: forward or reverse. Most of the fluid required for a specific range is routed through one of the two clutch select valves.
WHAT DO ALL THESE “TOUGH GUYS” HAVE IN COMMON? 
ETE REMAN IS THE BOSS OF THEM ALL

The WIDEST range of REMANUFACTURED TRANSMISSIONS available anywhere

CALL THE ETE REMAN TIP LINE TODAY
866-717-9800
ETEREMAN.COM
Clutch regulator valves control how aggressive the clutch apply will be, as well as the actual shift for that specific gear. Four clutch regulator valves control the five, multiple-disc clutches.

As with some other transmissions, the 6T70-6T75 uses several clutch boost valves. If clutch pressure requirements exceed 684 kPa, the valves will open, allowing additional pressure to the clutch assemblies (figure 3).

**Compensator Feed Fluid**

The clutch apply cavity is kept full of fluid by the clutch exhaust backfill circuit. Compensator feed fluid fills the cavity behind the piston to counteract centrifugal pressure created by the fluid in the apply cavity. The compensator feed fluid assists the clutch return spring to keep the piston in the return position when commanded off.

All the valves, with the exception of the blowoff valve, are located in the valve body. The valve body is separated into two parts: the upper and the lower assemblies. Here’s where the valves are housed:

**Upper Valve Body (10 Valves)**
- Manual Valve
- Clutch Select 2
- R1/456 Clutch Regulator
- Clutch Select 3
- TCC Regulator
- TCC Control
- 2/6 Clutch Regulator
- Isolator
- 3-5 Reverse Clutch Regulator
- Pressure Regulator

**Lower Valve Body (5 Valves; 1 Accumulator)**
- 1-2-3-4 Clutch Regulator
- 1-2-3-4 Clutch Boost
- 4-5-6 Clutch Boost
- 3-5 Clutch Boost

---

**Figure 2**

**Figure 3**

<table>
<thead>
<tr>
<th>I.D.</th>
<th>Input Oil</th>
<th>Input Oil</th>
<th>Output Oil</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Drive 1-6</td>
<td>DRV/B</td>
<td>26/1234 CL Feed</td>
</tr>
<tr>
<td>2</td>
<td>Solenoid1</td>
<td>Reverse</td>
<td>CSV2 Enable</td>
</tr>
<tr>
<td>3</td>
<td>Solenoid2</td>
<td>456</td>
<td>CSV2 Enable</td>
</tr>
<tr>
<td>4</td>
<td>PS4</td>
<td>456</td>
<td>CSV2 Latch</td>
</tr>
<tr>
<td>5</td>
<td>Drive 1-6</td>
<td>35 Rev FD</td>
<td>35 Rev Supply</td>
</tr>
<tr>
<td>6</td>
<td>2-6/1234</td>
<td>—</td>
<td>1234 Clutch Feed</td>
</tr>
<tr>
<td>7</td>
<td>35R Supply</td>
<td>—</td>
<td>35R Clutch Feed</td>
</tr>
<tr>
<td>8</td>
<td>Low/Rev Supply</td>
<td>—</td>
<td>Low/Rev Clutch Feed</td>
</tr>
<tr>
<td>9</td>
<td>456 Clutch Supply</td>
<td>—</td>
<td>405 Clutch Feed</td>
</tr>
</tbody>
</table>
RE5R05A* Solutions Arrive at Sonnax!

*Fits Nissan, Infinity RE5R05A and KIA A5SR1/A5SR2.

PROBLEM | SOLUTION | Tool Required | Part Number
--- | --- | --- | ---
Lockup shudder | 1. TCC Control Sleeve Assembly | 63741-05K
TCC cycling | 2. Cooler Bypass Valve Kit | F-63741-TL7 & VB-FIX | 63741-07K
Fluid overheat | 3. TC Regulator Kit | F-63741-TL13** & VB-FIX | 63741-17K
Diminished lubrication | 4. Reverse Boost Valve Kit | Late Style | 63741-09K
Converter related complaints & codes | 5. Reverse Boost Valve Kit | Early Style | 63741-12K
Damaged TCC linings | 6. Oversized Pressure Regulator Valve & Reverse Boost Assembly | F-63741-TL & VB-FIX | 63741-01K
Delay in reverse or slipping | 7. Accumulator Control Valve Kit | F-63741-TL13** & VB-FIX | 63741-20K
Burnt clutches | 8. “A” or “B” Pilot Valve Kit | F-63741-TL13** & VB-FIX | 63741-13K
High line pressure |  |  |  
Reduced converter & lube flow |  |  |  
Shift feel complaints |  |  |  
Shift feel related codes |  |  |  
Delayed engagement |  |  |  
Erratic Shifts |  |  |  

**Note:** Same tool kit can be used in 3 different bore locations!
Solenoid Function

The solenoids for the transaxle are mounted in the TEHCM (TCM), and aren’t designed to be serviced separately.

Shift Solenoid 1:
- Controls clutch select valve 2

Shift Solenoid 2:
- Controls clutch select valve 3

TCC Solenoid:
- Controls TCC operation

Pressure Control Solenoid 1:
- Controls line pressure

Pressure Control Solenoid 2:
- Controls the 3-5-Reverse clutch regulator valve

Pressure Control Solenoid 3:
- Controls the R1/4-5-6 clutch regulator valve

Pressure Control Solenoid 4:
- Controls the 2-6 clutch regulator valve

Pressure Control Solenoid 5:
- Controls the 1-2-3-4 clutch regulator valve

The primary function of shift solenoids 1 and 2 is to control which direction the vehicle will move: forward or reverse. In addition, one of the solenoids is responsible for engine braking.

The primary functions of the pressure control solenoids are to control which clutch applies or releases and the aggressiveness of the apply and release.

Solenoid function is referred to in hydraulic terms, not in electrical terms as with other transmissions you may have worked with in the past.
Keeping Your Profits In Gear With Professional Grade Products!

A lot of things have changed over the years in the transmission industry. But one thing has not, the quality and innovation we put into every Smart Blend Synthetic or Life Automotive Product.

"Transmission Products for Transmission Professionals"

Don’t Let Profitable Automotive Services Pass By Your Shop.

SMART BLEND ONE FORMULA
The Ultimate Chemical Program!

Products to Service: Fuel System, Engine, Coolant System, Power Steering and Differentials

For more information contact your Transmission Parts Distributor or call:
1-888-422-9099 • 281-631-9099 • FAX: 281-631-0460 • Email: smartblend@aol.com
www.smartblend.com
Operation

In this explanation we’ll discuss what changes from gear to gear. If a component doesn’t change state during a shift, it won’t be included in the description. This will hopefully make it easier to follow the progression of the hydraulic system.

Park

In park (figure 4), shift solenoids 1 and 2 are energized. Shift solenoid 1 positions clutch select valve 2 against its spring. Pressure control solenoid 3 (R1/4-5-6 solenoid) is also energized, controlling the position of the R1/4-5-6 clutch regulator valve.

As the solenoid output pressure increases, the clutch regulator valve feed channel opens to allow fluid pressure through the clutch regulator valve. Regulated pressure travels through the R1/4-5-6 clutch regulator valve, through clutch select valve 2, and applies the low reverse clutch.
Together, we can keep transmissions shifting into gear.

Parker's transmission repair kits allow you to shift into gear with original equipment seal technology. We specialize in the most technologically advanced kitting for transmission applications, serving the automotive aftermarket and original equipment service networks.

Parker offers kits and bulk components in over 20 different product categories. Our aftermarket products include:

- Toledo Trans-Kit® Automatic Transmission Repair Kits
- Bryco® Automatic Transmission Repair Kits
- RoadMaster™ Automatic Transmission Hard Parts and Solenoids
- ProSelect® Automatic Transmission Bulk Components

AEROSPACE
climate control
electromechanical
filtration
fluid & gas handling
hydraulics
pneumatics
process control
sealing & shielding

ATRA Powertrain Expo
Stop By Booth #319
Pick up our 2010 CD Catalog

ENGINEERING YOUR SUCCESS.
www.parker.com
1 800 582 2760
Reverse

In reverse (figure 5), shift solenoid 2 is turned off, which allows clutch select valve 3 to move. Pressure control solenoid 2 (3-5 reverse solenoid) is energized, which controls the position of the 3-5 reverse clutch regulator valve.

Line pressure is fed from the manual valve, through clutch select valve 3, through the 3-5 reverse clutch regulator valve, and applies the 3-5 reverse clutch.

1st Gear Engine Braking

At low speeds, engine braking is available. In 1st gear (figure 6), shift solenoid 2, pressure control solenoid 3 (R1/4-5-6 solenoid), and pressure control solenoid 5 (1-2-3-4 solenoid) are all energized.

- Shift solenoid 2 controls the position of clutch select valve 3.
- Pressure control solenoid 3 controls the position of the R1/4-5-6 clutch regulator valve.
- Pressure control solenoid 5 controls the position of the 1-2-3-4 clutch regulator valve.

The manual valve sends line oil through the clutch select valve to the 1-2-3-4 clutch regulator valve. The fluid then travels from the clutch regulator valve to the 1-2-3-4 clutch. How much pressure is fed to the clutch depends on the commanded position of pressure control solenoid 5.
Superior’s New Accumu-Seal™ Piston Replacements Are Tight As A Drum.

Say goodbye to accumulator bore leakage and the corresponding loss of pressure in Toyota and Lexus U140-240 and U150-250 and say hello to a piston that fits as tight as a drum.

Our new Accumu-Seal™ Technology provides the simple solution for worn bores in Toyota and Lexus valve body castings and helps to eliminate burnt clutches, slips, flares and shifting issues.

**U150-250 Series** – Burnt direct clutches, 2-3 flares, excess heat, burnt 2nd and 4th and 5th gear shifting concerns.

**U140-240 Series** – Reverse slip, burnt 2nd, 3rd and overdrive issues

Each Accumu-Seal Kit™ includes six patent-pending ringed pistons, plus a specially designed patent-pending Accumulator Buddy™ bore brush to clean and prep the accumulator bore surface before inserting the newly designed pistons with Teflon® sealing rings.

*Each kit contains three fixes for U140-240 series (2 needed per fix) or two fixes for U150-250 Series (3 needed per fix)*
Pressure control solenoid 3 controls the position of the R1/4-5-6 clutch regulator valve. Line oil travels through clutch select 2 valve and on to the R1/4-5-6 clutch regulator valve. The position of the R1/4-5-6 clutch regulator valve depends on the commanded position of pressure control solenoid 3. The fluid travels from the R1/4-5-6 regulator valve and applies the Low/Reverse clutch.

1\textsuperscript{st} Gear
This gear is the same as 1\textsuperscript{st} engine braking with a couple of exceptions (figure 7). Shift solenoid 1 and pressure control solenoid 3 (R1/4-5-6 solenoid) are now turned off. This releases the Low/Reverse clutch, which releases engine braking.

2\textsuperscript{nd} Gear
Pressure control solenoid 4 (2-6 solenoid) is energized. This moves the 2-6 regulator valve, sending fluid to the 2-6 clutch (figure 8). How much oil pressure reaches the clutch depends on the commanded position of pressure control solenoid 4.

3\textsuperscript{rd} Gear
Pressure control solenoid 4 (2-6 solenoid) is turned off, which releases the 2-6 clutch (figure 9). Pressure control solenoid 2 (3-5 reverse solenoid) is energized, which moves the 3-5 reverse regulator valve, allowing fluid to apply the 3-5 reverse clutch. How much oil pressure depends on the commanded position of pressure control solenoid 2.

4\textsuperscript{th} Gear
Pressure control solenoid 2 (3-5 reverse solenoid) is turned off, releasing the 3-5 reverse clutch (figure 10).
Pressure control solenoid 3 (R1/4-5-6 solenoid) is energized, which moves the R1/4-5-6 regulator valve, allowing fluid to apply the 4-5-6 clutch. How much oil pressure depends on the commanded position of pressure control solenoid 3.

5th Gear
Pressure control solenoid 5 (1-2-3-4 solenoid) is turned off, releasing the 1-2-3-4 clutch (figure 11). Pressure control solenoid 2 (3-5 reverse solenoid) is energized, which moves the 3-5 reverse regulator valve, allowing fluid to apply the 3-5 reverse clutch. How much oil pressure depends on the commanded position of pressure control solenoid 2.

6th Gear
Pressure control solenoid 2 (3-5 reverse solenoid) is turned off, releasing the 3-5 reverse clutch (figure 12). Pressure control solenoid 4 (2-6 solenoid) is energized, which moves the 2-6 clutch regulator valve, allowing fluid to apply the 2-6 clutch. How much oil pressure depends on the commanded position of pressure control solenoid 4.

As you can see, the 6T70-6T75 hydraulic system is really not that complicated. As with any system, understanding its principles of operation is paramount in developing a diagnostic strategy. Its simplicity will reduce the stress in all of our lives when you have a unit that requires diagnosis. Until next time, remember: Life is like a bicycle; you don’t fall off until you stop pedaling.

If you have questions, We have “Proven to work” answers!
The kind of answers that can save you time, headaches and most important money!
Transmission Specialties carries a complete line of street and high performance torque converter kits as well as individual components. Contact us today to get started.

610-485-9110  •  Fax 610-485-9356  •  www.transmission-specialties.com
Remember that Old-Time Service?

Whatever It Takes Does!!!

WIT distributes a complete line of quality new, used, & remanufactured Automatic & Standard Transmission Parts. Service is the Cornerstone of our Company!

Did You Know?

WIT offers Manual Transmissions. Each transmission is Fully Dyno-Tested and includes a 12 month/ Unlimited Mile Warranty on Parts & Workmanship.*

* Excludes Commercial & Off-road Vehicles

New, Used, & Remanufactured Standard Parts

• Rebuilt Kits
• Bearing Kits w/ Syncro Rings
• Gasket Sets
• Gears & Shafts

Clutch Parts

• Sachs Clutch Kits (New)
• Forks
• Pilot Bushings & Bearings
• Clutch Alignment Tools

Transfer Case Parts

• Gasket & Seals Kits
• Overhaul kits
• Chains
Automatic Transmission Parts

Hard Parts
- OE Manufacturer, Aftermarket New, Remanufactured, & Used
- Clutch Drums
- Shafts
- Front Pumps
- Planets
- Valve Bodies
- Complete Line of Miscellaneous parts

Torque Converters
- Complete line of CVC Remanufactured

Swell Parts
- Master Kits
- Banner Kits (Less Steels)
- Overhaul Kits
- Paper/Rubber Kits
- Filters & Kits
- Frictions
- Steels
- Bushing
- Modulators
- Washers
- Bearings
- Gaskets
- Bands
- Flex Plates & Flywheels
- Speedo Gears
- Mounts
- Coolers
- Transgo Reprogramming Kits
- Transgo Shift Kits
- Spare kit

Standard Transmission Parts

Rebuilt Kits
- Bearing Kits with Syncho Rings
- Gasket Sets
- Gears & Shafts

Rebuilt Transmissions
- Standards

Clutch Parts
- Sachs & Valeo Clutch Kits (New)
- Forks
- Pilot Bushings & Bearings
- Clutch Alignment Tools

Transfer Case Parts
- Gasket & Seals Kits
- Overhaul Kits
- Chains

Shop Supplies & Tools
- Additives
- Assembly Lubricants
- Builders Benches
- Lifting Equipment
- Parts Washer Soap
- Rough Service Light Bulbs
- R.T.V. Black, Blue, Clear
- Technical Manuals
- Tools & Equipment
- Threadlock

Whichever It Takes
“Bringing Service Out West”